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“… a highly 
versatile system 
that can be 
designed to  
provide either a 
permanent or a 
temporary 
solution.”

SayfaGuard

SayfaGuard
Temporary or Permanent 
hand-rail systems in 
galvanised steel

The free-standing version of the 
Sayfaguard handrail system is 
designed to be installed as a 
temporary edge protection on roofs 
and surfaces which have a pitch 
of up to 10 degrees and as such 
falls into Class A of edge protection.

In the event that the roof incline 
exceeds 10 degrees, or a permanent 
(fixed) system is required, advice 
should be sought from our design 
department who are happy to assist.

The upright posts and handrail 
are supplied in galvanised 42mm 
round tube construction. The 
tubes are connected with 
Sayfaclamp fittings so no on-site 
welding is required and site 
fabrication is kept to a minimum. 

The base plates, for the permanent 
system, are designed to be fixed to 
the roof or floor substrate with 
suitable fixings to accommodate the 
necessary forces as determined in 
the industry standards. 

Depending on the structure that it 
will be fixed to, the handrail uprights 
can be spaced at 2.5m centres.

All handrail can be colour-coded if 
required, to match the roof finish. 
This is not recommended in 
aggressive atmospheres or high use 
areas.

To fully comply with standards, 
it is necessary to have an up-
stand on the edge of a roof to 
prevent tools and equipment 
falling over the edge. If no roof 
up-stand is present, the 
handrail must be fitted with toe-
boards 150mm high to provide 
this protection. 

The handrail will be a minimum 
1100mm high and the handrail 
centres will not exceed 450mm. 
Involving our design team early 
in the construction phase will 
ensure that the most cost 
effective and safe system is 
installed. 

Our designers will consider the 
safety of both installers during 
the construction phase and 
future maintenance personal.

Material:Galvanised Steel

Rail: 42 mm round tube

Safety Standards: 
Approved for use to 
BS EN 14122-3
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