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ASSOCIATED PRODUCTS
IP555 infill panels which can be 
fitted to provide a plant room screen 
or visible barrier. RBPS560 barrier 
protection to ensure roof membrane 
is protected during installation and 
post works. To comply with British 
Standards roof edge protection 
should be 1100mm high, handrail 
centres 450mm with a 100mm kick 
board unless there is an existing 
upstand on the roof.

PRODUCT MATERIAL
Naturally extruded aluminium post 
and rail. Concrete weights with 
rubber base strip as optional.

INSPECTION ROUTINE
Inspections required every 12 months 
from date of installation for all 
Payload systems by approved Payload 
product inspection agent.

SAFETY STANDARDS
Approved for use to BS EN 
13374:2004

Part of the Payload product family, 
the SentryRail free standing hand rail 
can be used for roof edge protection 
on all flat membrane roofs, all 
bitumen roofs, hot melt rubber 
roofs and steel roofs. Sedum and 
gravel roofs can be accommodated 
if precautions are taken to remove 
loose material prior to installation. 
The handrail can be fitted on 
roof slopes up to 10 degrees. The 
handrail is normally fitted with 
1100mm upright posts but these can 
be changed to accommodate any 
different roof build up. 

TOTAL DESIGN FLExIBILITY
A unique feature of SentryRail is 
the screw thread integrated into the 
design of the rail. As a consequence 
there is complete flexibility in the 
positioning of upright posts so 
you can configure the system to fit 
around virtually any arrangement of 
roof furniture and cabling.

SIZES
Outrigger: 
1.4m long x 42mm oval tube.
Weight: 
24kg (500L x 270W x 100mm H)
Upright post: 
1100mm x 42mm oval tube.
Note: posts are placed at 2.5m 
centres. Ends may require a double 
weight. Refer to Sayfa Systems for 
advice on layouts.

“… a strong , 
protective, fully-tested 
counterbalance handrail 
designed for the safety 
of operatives working at 
height, or rooftop level”.  

Sentryrail
a handrail fOr all typeS 
Of flat and ShallOW 
pitched rOOf typeS
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