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Low level access ladders
Low level access covers access to 
heights of less than 2.0 metres.
Although Sayfa Systems recommends 
the use of a system of fall protection 
when using any fixed ladder, the 
British Standard recognises the 
impractability of the use of additonal 
safety measures when the fall 
potential is below 2.0 m. 
The 'Fall potential' is not just the 
height of the ladder, but includes any 
further fall potential within a 3.0 
metre radius from the bottom of the 
ladder.
Where the ladder provides access to 
another level, due consideration 
needs to be given the the design in 
order to enable safe movement from 
the top of ladder to the area to be 
accessed.
Please consult out design team.

Step-over Sizes: Standard width of 
800mm. Platform length 0.5 - 2.0 
metres. Max height 1.5 metres

Materials: Galvanised steel or 
Aluminium

Standards: Meets all current British 
and European standards. 

Inspections: Inspections need to be 
carried out, by law,  on an annual basis. 
Please contact Sayfa Systems to 
arrange this

Step-overs
Payload step-over systems are 
designed to facilitate safe access on 
to a designated access pathway, 
over pipework, roof 
penetrations, parapet walls and roof 
plant.
Payload step-overs are based on a 
modular system to ensure ease of 
installation and are free standing on 
adjustable rubber base plates which 
ensures that no roof or wall 
penetrations are required.
The stair tread and platform are 
constructed from rectangular 
welded mesh which is non slip 
under normal working conditions.
Options include lockable swing 
gates and the modular nature of 
the system makes it highly 
adaptable to all circumstances.
Traditionally galvanized steel has 
been specified but aluminium step 
-overs are now also 
used extensively. Both types 
comply with current legislation. 
Galvanized systems are more cost 
effective to produce but due to 
the weight are more difficult to 
deliver to site and install.
Technical brochures with more 
detailed information are available 
from the Sayfa Systems website:
www.sayfasystems.com
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